PRODUCT BENEFITS

Supply or exhaust configurations.

Powerful TEFC motor for trouble
free operation.

Belt drive: Variable pitch drive
for precise speed control and
gquieter operation.

Direct drive: No belts to replace
or pulleys to adjust.

Heavy gauge all-welded housing
with continuously welded seams
and steel angle end flange rings.

Industrial strength steel,
aluminum, or polyamide props.

Welded, 16-gauge metal frame for
a lifetime of service.
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HOW IT WORKS

Air flows through the fan, generally in a ducted setting, for

exhaust or supply applications.

TB - Air is pushed through the
fan, often through a duct.

TD - Air is pushed through the
fan, often through a duct.
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PRODUCT RANGE

Model TD

2II _ OII 4” _ OII

24 - 60 27 3/16" - 64 /16"

STANDARD FEATURES
Heavy-duty totally enclosed fan cooled
(TEFC) motor.

Belt drive: Variable pitch (<7 %2 HP)
adjustable for final system RPM. Belts
sized for 165% driven HP. Open drip proof
or explosion proof available. Extended
lubrication lines.

Direct drive: Simplified operation.
High-performance propeller.
Static pressure: 0 - 1in. w.g.

G90 galvanized steel housing with flanges
for mounting.

Heavy-gauge frame.

Scan the QR code for

additional product information.
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165 Ibs - 1550 Ibs

OPTIONAL FEATURES

Access Door
Inlet / Outlet Guard
Companion Flanges
Vibration Isolators
Mounting Brackets
Belt Guard (Model TB)
Motor Cover (Model TB)
Coatings

- Polyurethane

- Custom

Propeller

- Steel

- Aluminum

- Polyamide
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