Model HFS (& RomlaFans.

PERFORMANCE DATA - STEEL PROP A Division of Moffitt

STATIC PRESSURE (in. wg) / Airflow (CFM)
0100 0125 0250 0.375 0.500

HFS-242S 1/3 751 4719 0.36 17.5 5325 4793 4611 3196

HFS-243S 1/2 862 5416 0.54 221 6112 5671 5537 4484

HFS-244S 3/4 994 6246 0.84 271 7048 6690 6576 5853 4786 3703
HFS-245S 1 1090 6849 110 293 7729 7413 7318 6790 5873

HFS-303S 1/2 611 4799 0.57 17.9 8398 7534 7255 4697

HFS-304S 3/4 698 5482 0.86 216 9594 8898 8659 6877 4384

HFS-305S 1 758 5953 1.09 23.8 10419 9820 9600 8155 6006

HFS-306S 1-1/2 867 6809 1.64 28.7 1917 11446 1277 10316 8713 6720 4721
HFS-363S 12 470 4430 0.57 17.2 10651 8934 8290 4872

HFS-364S 3/4 532 5014 0.83 20.3 12056 10622 10169 7294

HFS-365S 1 585 5514 m 230 13258 12025 1613 9129 6352

HFS-366S 1-1/2 670 6315 1.66 273 15184 14217 13862 11892 9584 7109
HFS-367S 2 735 6927 2.21 312 16657 15845 15540 13900 11801 9692 7408
HFS-368S 3 841 7926 3.3] 389 19059 18350 18172 16791 15205 13370 11526
HFS-425S 1 424 4662 11 19.3 16523 14762 14226 10254

HFS-426S 1-1/2 482 5300 1.65 21.7 18783 17333 16861 13716 10022

HFS-427S 2 583 5861 2.21 24.4 22719 21622 21297 19347 16370 13464 10091
HFS-428S 3 615 6762 3.34 30.7 23966 22926 22640 20826 18223 15446 12409
HFS-486S 1-1/2 400 5027 1.87 23.8 21794 18938 18042 13352 8167

HFS-487S 2 442 5554 2.21 26.8 24082 21620 20836 16768 12213 7405
HFS-488S 3 505 6346 345 326 27515 25360 24821 21333 17606 13601 9393
HFS-548S 3 415 5867 3.31 252 32514 29786 28992 23507 18084

HFS-549S 5 495 6998 553 328 38782 36652 35987 32100 27271 22624
HFS-5410S 7-1/2 569 8044 8.26 48.3 45580 42861 42297 39403 35507 31193 26982
HFS-608S 3 346 5435 3.30 251 37747 33649 32441 25277 18532

HFS-609S 5 410 6440 552 359 44729 41520 40501 34722 28880 23293
HFS-6010S 7-1/2 471 7398 8.26 43.3 51384 48769 47945 43509 37846 32978 28281
HFS-6011S 10 518 8137 11.05 53.0 56511 54134 53514 49541 44859 39979 35577
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